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Q # Question Answer

7 Is waterstop required in spillway wall vertical joints? Response forthcoming.
6 Is waterstop required in OGEE footer and spillway joints? Response forthcoming.

5 Are the box culvert curbs to be class A or B concrete? Response forthcoming.

4

Please clarify the intent of the plans titled “Proposed Embankment 
Repair Plans” that were recently added to the online bid document 
files. Are these plans “For Information Only” representing previously 
completed work by others? Are these drawings intended to be 
supplemental to the original plan set issued for the project? Is there 
new work depicted on the “Proposed Embankment Repair Plans”?

Proposed Embankment Repair Plans are for “information only” and 
represent previously completed work.

Wednesday, January 27, 2016

3

Please refer to the joint details on plan sheet 16.  Is the membrane 
waterproofing and protective board shown in these details incidental 
to item 602736, Precast Concrete Culvert?  If so, please provide 
material specifications.  If not, please add a bid item for this work.

Response forthcoming.

2
Is the temporary R6 riprap shown on plan sheet 39 to be measured 
and paid as item 712022 or is it part of item 909005?

R-6 Riprap, temporary, is to be included in the Lump Sum for Item 
909005 Stream Diversion.

1

Plan sheet 39 shows a Geotextile-Lined Channel Diversion and 
Sandbag Dike.  The Supplemental Specifications to the August 2001 
Standard Specifications, November 24, 2014 Revisions, indicate that 
these items are to be measured and paid by the CY and CF 
respectively.  However, these items are not included on the bid form.  
Will the Department add the appropriate bid items for this work?

These items, Geotextile-Lined Channel Diversion and Sandbag Dike, 
are to be included in the Lump Sum for Item 909005 Stream 
Diversion.
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